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PRISTA® Honing 
Metalworking fluids  

Description and application                                                                                    

Prista® Honing is a mineral oil formulated from a special selection of highly refined, low viscosity hydrotreated 
paraffinic-naphthenic type base oils blended with wetting agents, oxidation inhibitors and special chemically active 
additives.  

Prista® Honing is used for honing and fine grinding (super finishing) of ferrous metals, ordinary steel and ball bearing 
steels by vitrified stones either impregnated with sulphur or not, and for ball grinding of bakelite bonded or vitrified 
tools. The product has limited application in machining copper alloys and non-ferrous metals.

 
Benefits                                                                                     
− Excellent quality of the worked surface 

− Low content of aromatic hydrocarbons 

− Very good cooling properties 

− Very good degree of washout 

− High oxidation stability 

Specifications                                                                                       
 VG 5 

ISO 6743/7 ISO-L-MHB 

 
 
 
 

 
Typical characteristics                 

Parameter Test Method Typical Value 

Density at 20°C, g/ml EN ISO 3675 0.820 

Kinematic Viscosity at 40°C, mm2/s  EN ISO 3104 5 

Flash point COC, °C EN ISO 2592 134 

Copper Strip Corrosion, 3h, 100°C, rating EN ISO 2160 1b 
Important note: typical data values do not constitute a specification but are an indication based on current production and can be affected by 
allowable production tolerances. The right to make modifications is reserved. 

 
Health, safety and handling  
Based on current available information, this product is not expected to produce adverse effects on health when used 
for the intended application. 
For more information about product’s MSDS, terms and conditions for storage and shelf life please visit www.prista-
oil.com  
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